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Material: HDF, methacrylate

Push details from the form and clear the places where it were connected with model knife or flint-paper.
Be sure that protection cover on the methacrylate parts (if they are included) is removed.

We are recommend to use PVA glue or any other glue for wood.
For methacrylate parts you can use super-glue or its equivalents.
If you have any questions write us - store@losblock.com

Small parts. Not recommended for children under 8 years.
Real object can slightly differ from presented in this manual.

Matepwman: XO®, akpun.

BbigaBuTe getanu 13 Gopmbl NErKMM HaXkaTUeM NanbLeB. 3a4nNCTUTe MecTa KpenseHus
feTanu K opme C NOMOLLbIO MOAENIbHOTO HOXa U HaXKaauyHoM Bymaru.
Y6enutechb, UTo Ha AeTansx 13 akpuna (eciv OHY NMETCA) OTCYTCTBYET 3aLMTHAA NeHKa.

Mbl pekoMmeHayeM Npur COOPKe MCMob30BaTb CTONAPHBIN Kiei MBA unv niobon apyrow Kne ans aepesa.
[nAa getanen n3 akpuna NOAoONAET Cynep-Knemn.
Mo Bcem Bonpocam nuwuTe no agpecy store@losblock.com

Hanuune menkunx pgetanen. He pekomeHayeTca ana geten oo 8 ner. © LOSBLOCK, 2022
PeanbHbil 06beKT MOXeT He3HaUMTEeNIbHO OTANYaTbLCA OT MPeACTaBAEHHOro B MHCTPYKLMN. www.losblock.com



Pipeline. Pipe elevation LI 2

Longer end forward.

: OAVHHBIM KOHLIOM Bnepea.
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Assemble the second identical
construction by repeating steps 1-10.

CobepuTe BTOPYIO MAEHTUYHYIO
KOHCTpYyKuuio, nosTopms warm 1-10.
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This and next steps are
recommended to perform
after painting.

3TOT 1 cnepyoLme Warm
peKkoMeHZyeTCA BbINONMHATD
nocse NoKpacKu.
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